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Applications in industrial environments  
– factory, warehouse, workshop, garage, etc.
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YOUR EXPERT IN 
STAINLESS STEEL

MADE IN SMÅLAND, SWEDEN 

At Purus, we are proud that all manufacturing of our stainless 
steel floor channels and floor gullies takes place in Sweden. 
Production is performed by skilled professionals in our 
own factory in Smålandsstenar – from consultancy and 
preparation to production and after-sales service. 

Through local manufacturing and extensive experience, we 
can offer innovative solutions and a wide range of products 
of high Swedish quality. 

Our stainless steel range includes floor channels, floor 
gullies, worktops and fittings for kitchens, wet rooms and 
other demanding environments. All in stainless steel of the 
highest quality and functional design. The range also includes 
accessories in the form of filter buckets, sediment traps and 
water traps.

WHEN SPECIAL IS STANDARD 

The majority of the floor channels produced by us are 
customised to each application’s unique needs for function, 
dimensions, material requirements and load class. What they 
all have in common is that they are easy to install, create a 
secure seal to the sealing membrane and flooring material, 
are easy to clean and have a high capacity.

We also stock a standard range of floor channels and floor 
gullies for commercial kitchens and laundry rooms, as well 
as different size industrial drains for different floor types, for 

quick delivery.

WHAT ARE YOUR NEXT PROJECT'S 
SPECIFICATIONS? 

Contact us for solution proposals, quotations and  
delivery times!



ADVANTAGES OF  
CHOOSING PURUS
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MORE RELIABLE

EASIER

HIGHER QUALITY

SWEDISH-MADE  
& SUSTAINABLE

It's widely known that Purus is the 
largest supplier of floor gullies in the 
Nordic region and has over 75 years’ 
experience in the industry. We work hard 
on development and innovation to also 
take a leading role in stainless steel floor 
channels. 

Swedish-made, 100% recyclable stain-
less steel, plus inserts for as small an 
environmental footprint as possible, 
make us a reliable partner.  

HYGIENIC & DURABLE

Our application knowledge enables us 
to manufacture efficient designs made 
from a stable material that does not emit 
harmful or irritating substances or bind 
moisture. 

All floor channels, gullies and water traps 
are made of acid-resistant steel, EN 
1.4404. They are pickled in their entirety 
after welding for extra high quality and 
corrosion resistance in environments 
with, e.g., moisture and impurities.

EASY TO ASSEMBLE 
& CLEAN

Our floor channels are designed for op-
timal drainage as well as easy cleaning. 
For example, our mesh gratings are 
carefully designed to be easy to lift and 
wash, and our filter buckets are spa-
cious and easy to empty. 

We take great care to save time with every 
installation. That's why parts are marked 
for easy and quick assembly, and our 
installation supports keep everything firm-
ly in place during concrete casting.



Purus channels are customised for concrete floors, epoxy floors, vinyl floors with clamping 
frame, tiled floors with gluing flange, and for tiled floors with gluing flanges and insert boxes 
where tiles or equivalent are placed, also known as tile insert.

There are two possible outlet locations: central outlet and end outlet. The outlet housings are 
available with side or bottom outlets, in dimensions Ø50, Ø75 and Ø110 mm.

Grates/strainers are selected according to the area of application and the load to which 
they will be subjected. The barefoot-friendly K3 grate is primarily used in bathrooms, spas 
and changing rooms and is available in different patterns, also in a lockable version. Our 
non-slip square mesh grating is available in two load classes, the L15 for passenger cars 
and the M125 for heavy vehicles. They are also available in lockable versions.

Please note that not all versions are available for all models, see our web page for more information!
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IDEAL DRAINAGE 
WITH PURUS 
CHANNEL 
 

Our grated channels are available in three 
widths – 100, 150 and 200 mm – with hygienic 
design for extensive wear, e.g., in commercial 
kitchens, hospitals, garages and industrial 
environments. They are suitable for all types 
of floors, have a simple and stable design 
with a high flow rate that can be customised 
to any length.

• Low built-in height
• High quality 
• Long-lasting maintainability
• Stainless acid-resistant steel 

(EN 1.4404) as standard, also 
available in stainless steel  
(EN 1.4301)

Purus channel 200 for concrete floors with central outlet

Purus’ production units have environmental and quality management systems that meet the requirements stipulated in SS-EN ISO 14001:2015 
and SS-EN ISO 9001:2015. As a member of Kakelföreningen, the Swedish Flooring Trade Association and Safe Water Installation, we adapt 
our products to industry regulations. Most of our products have been environmentally evaluated by SundaHus and others.
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“How long is a floor channel?”
About as easy to answer as the classic “How long is a piece 
of string?” Our Purus channel drain slot module and Purus 
channel 100 module channel systems are fitted  
in modules entirely according to  
the customer’s wishes. 

If you select a module channel with integrat-
ed slope, there is a limit to how long each 
gully and channel unit can be. By combin-
ing several units, you can build unlimited 
stretches. 

The design makes the installation both sim-
ple and secure. Suitable for high wear and 
tear environments. 
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Name

Article no

 / 

Material Surface treatment

Designer Created dateApproved by

WeightGeneral tolerance 

119987

PJD 2021-08-16
Scale

5,830 kg

Page

1 /(1)
Rev

E

ISO 2768-1 M

Project no

Dimensions

1 : 4

269x88x842
Volume

728768 mm^3

Torx skruv M5x40

Gallerlåsbricka

Lås

Låsbricka (fastsvetsad)

Lockable gratings and strainers can be or-
dered customised. Gratings are locked with 
two locks, as illustrated above, where two 
grates are placed next to each other.

The channels are installed with installation 
supports or Purus support legs as an op-
tion, which facilitates levelling and height 
adjustment as well as fixing to maintain the 
floor channel in the appropriate position 
during concrete casting.

If there is no suitable drain connection 
nearby or no possibility of connecting oil 
separators, evaporation channels can 
be beneficial. These are stainless steel 
channels without outlets with even depth 
to collect water to evaporate. 

With sediment traps in the gully (two makes 
shown above), excess sediment is filtered 
out and easily emptied during cleaning. The 
filter buckets/sediment traps come in many 
sizes, to be combined with a water trap in 
the channel.

For applications that generate large amounts 
of sediment to be filtered out, e.g. in an ex-
cavator wash hall, the entire channel is made 
into a large volume “sediment trap channel” 
that can be cleaned with a spade.

Purus channel slot module is a smart, 
discreet, 20 mm narrow channel without 
loose grating for full view in the channel. 
Suitable for handling large amounts of 
water in big spaces. 

With a Purus collection chamber strategi-
cally placed in the channel system, you get 
a drainage collection with guaranteed high 
flow capacity.



COLLECTION GULLY 
With high flow capacity
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SLOT DRAINS 
THAT CAN 
WITHSTAND 
VEHICLES 
 

Purus has produced and delivered slot 
drains for Boxit Warehousing, which 
has eleven branches in Jutland and on 
Funen in Denmark. Their operations 
allow customers to drive straight into 
their brightly-lit cargo halls to gain 
easy access to storage areas. Here, 
there is plenty of space to move goods 
from vehicles to loading trolleys, well 
protected from the elements.
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“THIS CUSTOMER HAS 73 METRES 
OF DURABLE GULLIES THAT ARE 

EASY TO FLUSH CLEAN”
Jens Knudsen, Sales Manager, stainless steel channels & gullies, Purus A/S

SLOT DRAIN 
Without grating, withstands 
vehicular traffic, load class L15



P
urus A

B
– Insp

irational b
rochure stainless steel channels &

 gullies, ind
ustry – 02/2022 – 700503-E

N

Configure product models based on the needs 
of your project with the Purus Selection Tool at

purus.magicad.cloud

• Submit several configurations in the same request

• Technical configuration with i-aid

• Copyable AMA text on the screen

• Technical specification with comprehensive functional data 
for design calculations and dimensional drawings

• Different levels of detail

• Works in all common drawing programs, such as MagiCAD 
and Revit

On our website you will find continuously updated product 
information, technical documentation and news. 

!

Checklist for faster quotation 
preparation
 
To handle a request, we need to know:

1. Floor type

2. Outlet location and connection

3. Dimensions and flow

4. Grating/strainer

5. Outlet design

6. Accessories

7. Material

Email us at info@purusinternational.com or  
call 0046 (0) 10 41 44 900

Our on-going product development may lead 
to changes in execution, design and construc-
tion, for which we accept no liability.

Subject to printing errors.
www.purusinternational.com 
info@purusinternational.com

#purusinternational


