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Applications in car parks  
– private and public car parks, garages, etc.
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YOUR EXPERT IN 
STAINLESS STEEL

MADE IN SMÅLAND, SWEDEN 

At Purus, we are proud that all manufacturing of our stainless 
steel floor channels and floor gullies takes place in Sweden. 
Production is performed by skilled professionals in our 
own factory in Smålandsstenar – from consultancy and 
preparation to production and after-sales service. 

Through local manufacturing and extensive experience, we 
can offer innovative solutions and a wide range of products 
of high Swedish quality. 

Our stainless steel range includes floor channels, floor 
gullies, worktops and fittings for kitchens, wet rooms and 
other demanding environments. All in stainless steel of the 
highest quality and functional design. The range also includes 
accessories in the form of filter buckets, sediment traps and 
water traps.

WHEN SPECIAL IS STANDARD 

The majority of the floor channels produced by us are 
customised to each application’s unique needs for function, 
dimensions, material requirements and load class. What they 
all have in common is that they are easy to install, create a 
secure seal to the sealing membrane and flooring material, 
are easy to clean and have a high capacity.

We also stock a standard range of floor channels and floor 
gullies for commercial kitchens and laundry rooms, as well 
as different size industrial drains for different floor types, for 

quick delivery.

WHAT ARE YOUR NEXT PROJECT'S 
SPECIFICATIONS? 

Contact us for solution proposals, quotations and  
delivery times!



ADVANTAGES OF  
CHOOSING PURUS
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MORE RELIABLE

EASIER

HIGHER QUALITY

SWEDISH-MADE  
& SUSTAINABLE

It's widely known that Purus is the 
largest supplier of floor gullies in the 
Nordic region and has over 75 years’ 
experience in the industry. We work hard 
on development and innovation to also 
take a leading role in stainless steel floor 
channels. 

Swedish-made, 100% recyclable stain-
less steel, plus inserts for as small an 
environmental footprint as possible, 
make us a reliable partner.  

HYGIENIC & DURABLE

Our application knowledge enables us 
to manufacture efficient designs made 
from a stable material that does not emit 
harmful or irritating substances or bind 
moisture. 

All floor channels, gullies and water traps 
are made of acid-resistant steel, EN 
1.4404. They are pickled in their entirety 
after welding for extra high quality and 
corrosion resistance in environments 
with, e.g., moisture and impurities.

EASY TO ASSEMBLE 
& CLEAN

Our floor channels are designed for op-
timal drainage as well as easy cleaning. 
For example, our mesh gratings are 
carefully designed to be easy to lift and 
wash, and our filter buckets are spa-
cious and easy to empty. 

We take great care to save time with every 
installation. That's why parts are marked 
for easy and quick assembly, and our 
installation supports keep everything firm-
ly in place during concrete casting.
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IDEAL  
DRAINAGE 
WITH PURUS 
CHANNEL 
 

Whether you are looking for drainage  
in a large multi-storey car park, a smaller 
garage or a workshop, we have a suitable 
solution. Our stainless steel Purus asphalt 
channel drain is designed to be easy to in- 
stall in asphalt, compound or concrete, and 
has a simple, stable design and high flow. 

• Low built-in height
• High quality 
• Long-lasting maintainability
• Made of stainless acid-resistant 

steel (EN 1.4404)
• Customised to any length

Purus asphalt channel is made of acid-resistant stainless steel for installation in 
concrete joists with a mastic asphalt, asphalt concrete, compound or concrete 
coating. The channel is customised as required with regard to which surfaces need 
draining, the construction process and the environment and load the product will be 
exposed to. 

The standard version of the product is mounted with anchor brackets for easy in-
stallation and height adjustment. These are adapted to provide good attachment to 
the concrete. For channel sections mounted in vehicle traffic areas, we recommend 
that you choose the grip strip accessory to ensure that the wide bitumen flange 
adheres firmly to the concrete. 

The channel can be fitted with load class L15 non-slip square mesh grating suitable 
for passenger cars or M125 for heavy vehicles. Naturally, grate locks are available 
as an option.

Purus asphalt channel for installation in concrete with mastic asphalt as wearing surface
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Customised solutions are everyday fare for us

Nowadays, we generally consult with the 
asphalt contractor to ensure that the structure 
is optimal to ensure a long service life and 
minimal maintenance work. 

For stretches longer than 2.5 m, the channels 
are manufactured in sections which are mount-
ed to each other on site. The gasket between 
the attached sections withstands high temper-
atures, is UV stable and withstands chemicals 
such as salts and oils. 

Purus asphalt channel have a flange de-
signed to ensure the best adhesion to the 
bitumen surface. they will also withstand 
high loads for many years. The height at 
which the flange meets the asphalt can be 
customised to ensure that the asphalt is 
sufficiently thick and strong.

All floor channels can be used as evapora-
tion channels. They are then manufactured 
entirely without outlets. In these channels, 
meltwater evaporates and no oil separator 
is needed.

With a high flange, it is important to fill the 
gaps under the edge properly. There is 
otherwise a risk of cracks forming around 
the channel when exposed to high loads. 
Purus asphalt channel are always supplied 
with fill underneath for stability. 

As the channels are manufactured with 
an integrated slope, each section must 
be installed in exactly the right order to 
fit the larger puzzle. This is why products 
from our factory are very clearly marked to 
facilitate and secure correct installation.

Our floor channels and gullies are made of 
acid-resistant stainless steel (EN 1.4404), 
which entails very high chemical resist-
ance. Even loose parts such as water 
traps are made of acid-resistant stainless 
steel.

Purus asphalt channel were 
developed in consultation with 
the people who know best - 
sealing and surfacing experts. 
Their stories about their com-
mon challenges steered our 
product development.

Grate locks are available as an option. 
Grates are secured without risking hop-
ping out of position if someone should 
accidentally get their shoe heel caught or if 
street-sweepers drive over them.

Cross-section displaying  
fill under flange
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7 STOREY CAR PARK  
IN KUNGSBACKA
 

Purus produced and delivered 767.7 m specially built 
stainless steel channel for a car park that was completed 
in 2021 in a growing district. A number of product 
customisations were made for the project, which  
entailed casting in light-coloured asphalt,  
in consultation with Caverion  
HVAC managers. Three  
such customisations  
are described on  
the right.

"IT’S NOT EVERY DAY YOU HAVE A 
CUSTOMER WHO CHOOSES LIGHT-

COLOURED ASPHALT"
Conny Hallberg, Sales Manager, stainless steel channels & gullies, Purus AB
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1.

2.

3.

1. Robust flange  
Flange design is important to 
ensure the right functionality for 
the application. The purpose of 
the flange is to ensure secure 
adhesion to the bitumen surface.

2. Spot-welded grip strip  
The flange must in turn be firmly 
anchored to the concrete so 
that no movement occurs with 
repeated car traffic. This is par-
ticularly important when choosing 
light-coloured asphalt, as repairs 
are highly visible. On the long 
flange on which asphalt was laid 
(110 mm), an extra strip was 
welded on to adhere the concrete 
properly to the flange during 
casting.

3. Identification numbers  
Specific identification numbers 
were imprinted on all channel 
sections to simplify assembly of 
which sections belonged togeth-
er. The number indicated the floor, 
channel and specific location 
to which each unique section 
belonged.

The car park's upper level after surface 
coating. The image to the left shows the 
casting of the Purus asphalt channel.

FLANGE 
For secure adhesion

GRIP STRIP 
Spot-welded for better adhesion

ID NUMBER 
Each section had a unique marking
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Our on-going product development may lead 
to changes in execution, design and construc-
tion, for which we accept no liability.

Subject to printing errors.
www.purusinternational.com 
info@purusinternational.com

#purusinternational

Configure product models based on the needs 
of your project with the Purus Selection Tool at

purus.magicad.cloud

• Submit several configurations in the same request

• Technical configuration with i-aid

• Copyable AMA text on the screen

• Technical specification with comprehensive functional data 
for design calculations and dimensional drawings

• Different levels of detail

• Works in all common drawing programs, such as MagiCAD 
and Revit

On our website you will find continuously updated product 
information, technical documentation and news. 

Checklist for faster quotation 
preparation
 
To handle a request, we need to know:

1. Floor type

2. Outlet location and connection

3. Dimensions and flow

4. Grating/strainer

5. Outlet design

6. Accessories

7. Material

Email us at info@purusinternational.com or  
call 0046 (0) 10 41 44 900
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